


Appendix: Specifications for Reversible Humidity Indicator Cards

Label

Indicates

Dimensions

Pkg./Approx. Wt.

AECS826004NE
Designed for electronics packaging and complies
with Mil-1-8835 and Mil-P-116.

10, 20, 30, 40, 50, 60% RH

19/16” x 4 3/4”

200 cards per liter can
5,000 cards per case
25 lbs. per case

Designed for use in desiccant containers in order to
ensure the desiccant is in an activated condition.
Complies with Mil-1-8835 and Mil-P-116.

HM-04 SMD-Humitector 10, 20, 30, 40% RH 27x3” 100 cards per pint can

Designed specifically for the electronics industry 4,000 cards per case

and is ideal for use with other components of the 23 Ibs. per case

"Dry Pack" packaging concept. Complies with

Mil-1-8835 and Mil-P-116.

MS051015 5,10, 15% RH 27 x3” 125 cards per liter can

Meets JEDEC Standard JSTD-003. 5,000 cards per case
25 lbs. per case

MS123 10, 20, 30% RH 27x3” 125 cards per pint can

Designed for the electronics industry. 5,000 cards per case
23 lbs. per case

MS234 20, 30, 40% RH 27x3” 300 cards per liter can

Designed for the electronics industry. 7,500 cards per case
29 1bs. per case

MS20003-2 30, 40, 50% RH 27x3” 125 cards per pint can

Current military standard approved by all 5,000 cards per case

government agencies, the Department of Defense, 23 Ibs. per case

and NATO for use in Method II packaging.

Complies with Mil-1-8835 and Mil-P-116.

MS20003-3 30, 40, 50% RH 1”x15/8” 500 cards per pint can

Used where space is limited. It is identical in design 20,000 cards per case

to MS20003-2, except it is 1/2 of its size. Ideal for 27 lbs. per case

packaging in small barrier bags. Complies with

Mil-1-8835 and Mil-P-116.

MS26507-1 8% RH 31/4°x31/4” 625 cards per liter can

Designed for use in desiccant containers in order to 2,500 cards per case

ensure the desiccant is in an activated condition. 16 Ibs. per case

Complies with Mil-1-8835 and Mil-P-116.

MS26507-1S 8% RH 11/27x2” 250 cards per liter can

10,000 cards per case
25 lbs. per case
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