
Süd-Chemie Performance Packaging’s non-reversible humidity indicator cards record 
the maximum relative humidity reached within sealed packages 
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Non-Reversible Humidity Indicator Cards
 What are non-reversible humidity indicator cards

 

Non-reversible humidity indicator cards offer a simple, inexpensive, and accurate method of recording the maximum 
relative humidity exposure during storage and transit of moisture-sensitive products.  The non-reversible cards are designed 
for applications that require monitoring of the maximum humidity attained when exposed to moisture for a period of 24 
hours or more. Each level of humidity indicated on these cards is represented by an orange crystal that dissolves when the 
relative humidity level exceeds the humidity shown.  When the crystal dissolves, a large dark spot is seen.  The card cannot 
be reactivated, so it illustrates the maximum humidity goods or products have been exposed to.  

 
Specifications:
The single spot 8672942 non-reversible 
humidity indicator card discolors from 
orange to a yellow-brown when exposed to
more than 50% RH for a period of 24 
hours or more.   

Label:  8672942 
Indicates:  50% RH 
Dimensions:  2” x 2” 
Pkg.:  250 cards per can 
          1,250 cards per case 
Approx. Wt:  15 lbs. per case 

Each level of relative humidity on the 
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MX56789 is represented by an orange 
crystal that dissolves to a large yellow spot 
above the indicated humidity percentage 
when exposed for a period of 24 hours or 
more. 

The MXC56789 additionally has a Label:  MXC56789  
g 

1. Store humidity indicators in origin
ready for use. 

2. Store in dry, cool area. 
3. Keep out of direct sunlight. 
4. Keep humidity indicators away fr
 
 
 
 
 

ypical applications include transporta
hrough different climates and storage w
onditions are present.  (For example, st
here rusting is a problem.) 
Label:  MX56789 
Indicates:  50, 60, 70, 80, 90% RH  
Dimensions:  4 1/2” x  3”  
Pkg:  50 cards per gallon 
         250 cards per case 
Approx. Wt:  16 lbs. per case 
 

reversible indicator to show the current 
humidity when the package is opened in 
the event the humidity rose and dropped 
during shipping.  The reversible card 
indicates from 10 – 100% RH. 

Indicates:  50, 60, 70, 80, 90 % RH 
Dimensions:  4 1/2” x 4 1/2” 
Pkg.: 25 cards per gallon can 
         125 cards per case 
Approx. Wt.:  10 lbs. per case 

Sample cards not to scale 
Handlin
al container and keep sealed until 

om water or steam.   

tion of moisture-sensitive products 
here variable environmental 
eel cord transportation or storage 

Poly Lam Products, Corp. 
80 Earhart Drive / Williamsville, New York 14221 
Phone: 800-836-9648 / 716-633-1977 
Fax: 716-633-2007 / www.polylam.com 
Email: information@polylam.com 

http://www.polylam.com/

